HAZLE TOWNSHIP DRIVEWAY APPLICATION

Click here to Highlight fields

PHONE: 570-455-2030, FAX: 570-453-2402, EMAIL: ZONING@HAZLETOWNSHIP.COM

DRIVEWAY APPLICATION FEES: RESIDENTIAL = $150.00, NON-RESIDENTIAL = $300.00
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CHECK THIS BOX IF PAYING BY CREDIT CARD.
A valid email address is required. Applicant will receive an invoice by email
payment by credit card prior to issuance of the Permit.
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Note: Driveway must fully comply with the Hazle Township Driveway Qccupancy Ordinance and Attachments. Maximum slope in R.O.W. shall be
5%. Maximum slope outside of R.O.W. shall be 15%. Driveway shall not impair drainage within R.O.W. All driveways must have a swale through
their cross section or a culvert of a minimum diameter of 15 inches. Driveways must be paved within the R.O.W. and shall have a stone surface
or paved outside of R.O.W. The applicant certifies that all statements contained hereon are true and correct.
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HAZLE TOWNSHIP DRIVEWAY OCCUPANCY ORDINANCE

HAZLE TOWNSHIP ORDINANCE NO. K034-t ~10-]

The Supervisors of Hazle Township do hereby adopt the following Ordinance:

§1. Short Title. This ordinance shall be cited as the “Hazle Township Driveway Occupancy
Ordinance”.

§2. Definitions. The following definitions shall apply for the administration of the provisions of
this ordinance:

(a) Access - any driveway, street, or other means of passage of vehicles between the
road and abutting property.

(b)  Code Enforcement Officer - a person appointed by the Hazle Township Board of
Supervisors to administer and enforce this Ordinance.

(c) Engineer - a person appointed by Hazle Township, who shall be authorized by the
Supervisors to assist the Code Enforcement Officer in the administration and enforcement of this
Ordinance.

(d)  Permit - a Hazle Township Road Occupancy Permit for access onto a road existing
or proposed for dedication.

(e) Plan - drawings which show the location, character, and dimensions of a proposed
driveway and its related access to an abutting road including contours (existing and proposed),
profiles, cross sections, drainage features and other pertinent details.

() Road - that portion of a road improved, designed, or ordinarily used for vehicular
travel, exclusive of the sidewalk or shoulder. The term includes a roadway or street.

(g) Shoulder - that portion of the roadway contiguous to the traffic lanes for the
accommodation of stopped vehicles or emergency use.

(h) Structure - any man-made object which requires a stationary location on land,
regardless whether or not affixed to the land.

§3. Permit Required. Except where a County or State Highway Road Occupancy Permit is
required, no driveway, road, drainage facility, or structure shall be constructed or altered within a
right-of-way without first obtaining a permit from the Code Enforcement Officer. Permit
applications must be submitted in the name of and executed by the owner of the property, and shall
include the following information:



(a) The address and location of the property;
(b) The owner of record;

(c) The name of the road that the driveway, road, drainage facility or structure will be
connected to, including whether the road is private or public or intended for dedication in the
future;

(d) A plan showing the location, character and dimensions of a proposed driveway and its
related access to an abutting road including contours (existing and proposed), profiles, cross
sections, drainage features and other pertinent details;

(e) A description of the design requirements, including specifications on the materials to
be used and the manufacturer installation requirements; and

(f) A statement explaining the manner in which the owner intends on complying with
the design requirements of this Ordinance.

§4. Design Requirements. The following standards shall apply for the construction of a residential
driveway having access onto a road:

(a) Driveways being constructed may not:
(D Impair drainage within a right-of-way.
(2)  Alter the stability of a right-of-way, roadway, or shoulder.
3) Divert drainage onto adjoining properties, or into or on a road.
(4) Create unsafe conditions or traffic patterns on the adjacent roadway.

(b) Except when the Code Enforcement Officer or Engineer determines otherwise,
driveways may be constructed with a ditch or swale adequate enough to ensure compliance with
Section 204(a) above.

(c) If the Code Enforcement Officer or Engineer determines that a drainage ditch or
swale may not be adequate to ensure compliance with Section 204(a) above, then a culvert
sufficient in diameter to comply with Section 204(a) above shall be installed by the property
owner(s) under the driveway. Whenever necessary, the inlet and outlet end of the culvert shall be
properly stabilized with rip rap and include a flared end section or headwall. The minimum inside
diameter of the culvert shall be fifteen (15) inches. Size of culvert to be approved by Township
Engineer. The cover over the top of the culvert shall be in accordance with the culvert
manufacture’s specifications however shall never be less than twelve (12) inches.

(d) A driveway installation shall require the submission of a Plan by the property
owner(s). The plan shall be submitted to the Code Enforcement Officer, who may distribute it



whenever necessary to the Engineer for review and comment prior to issuance of a permit. The
Code Enforcement Officer may also request the Engineer to conduct one or more property
inspections to ensure compliance with this Ordinance.

§5. Special Requirements. The following standards shall apply for residential driveways having
an access onto a Township road, proposed Township road, or a road designated or to be designated
for dedication to the Township:

(a) Width of Driveways. Within ten (10) feet of a right-of-way line, residential
driveways may not exceed twenty (20) feet in width nor be less than twelve (12) feet in width.

(b) Surface. Any driveway installed shall be covered within the right-of-way with a
four (4) inch minimum thickness of concrete or asphalt (2.5 inches of 19mm Binder Course and
1.5 inches of 9.5mm Base Course). The remainder of the driveway may be surfaced with 2A
material or another acceptable form of crushed stone.

(c) Base. All driveway finished surfaces shall be constructed on a stable, compacted,
rut free subgrade overlaid with a minimum of a four (4) inches 2A material subbase or another
acceptable form of crushed stone.

(d) Grade. The driveway shall not exceed a grade of five (5) percent within the
township right-of-way. The remaining portion of the driveway shall not exceed a grade of fifteen
(15) percent.

(e) Clear Sight Triangle. A minimum clear sight triangle of ten (10), as measured
from the intersection of the driveway centerline and the township right of way line, shall be
provided at all intersections. No physical obstructions exceeding a height of two (2) feet shall be
permitted within the triangle.

3] Safe Sight Distance. The driveway shall be located to provide the minimum sight
distance in accordance with the PA DOT Form M-9508 Table attached to this Ordinance, as
Exhibit “A”.

(g)  Angle. The driveway shall intersect the street as nearly as possible at right angles,
between seventy-five (75) and one hundred five (105) degrees.

(h)  Adjacent Properties. The edge of the driveway throat shall not be located closer
than ten (10) feet from any adjacent properties. The radii of the driveway entrance shall not extend
beyond the extension of the side property line.

(i) Radii. The driveway entrance shall be rounded with a minimum radius of ten (10)
feet.

() Construction Details. The driveway shall be constructed according to standards
of Construction Details one (1) through four (4) attached to this Ordinance, as Exhibit “B-1"
through “B-4".



(k) Non-Residential or Multi-Family Driveways. The design requirements for
driveways providing access to non-residential or multi-family residential buildings to be
determined by approved Land Development Plan.

§6. Issuance of Building and Zoning Permits. No building or zoning permit shall be issued for
any type of construction until a property owner proposing to install a driveway or access drive has
obtained the required Township, County or State Highway/Road Occupancy Permit.

§7. Fees. The Township shall establish an application fee by resolution. The Township shall also
charge the applicant the actual costs incurred to have the plan reviewed and the driveway inspected
by one or more officials of the Township to determine the standards by which the driveway is to
be connected to a road and to ensure compliance with the permit and this Ordinance.

§8. Expiration of Permit. The driveway permit shall expire twelve (12) months from the date of
issuance unless all of the driveway associated improvements are completed in accordance with the
permit.

§9. Enforcement. The Code Enforcement Officer with the assistance of the Engineer and
Township Solicitor shall have the power to enforce the provisions of this Ordinance.

§10. Violations and Penalties. Any person who violates the provisions of this Ordinance shall
upon conviction thereof pay a fine of $600.00 per day plus costs and attorney fees. Each day the
violation continues shall constitute a separate violation.

§11. Applicability. This ordinance shall apply to any driveway, road, drainage facility or structure
constructed or altered after the effective date of this Ordinance for which a permit has not already
been obtained.

§12. Effective Date. This Ordinance shall take effect immediately following its adoption.

§13. Repealer. All Ordinances or parts thereof, which are inconsistent herewith, are hereby
repealed.



“ % L
This Ordinance is hereby duly enacted and adopted this 0" day of ___JUNE

2024.

ATTEST: HAZLE TOWNSHIP SUPERVISORS:
‘ By: % L A
wnship Secrejdry Chairman

Lz // E
By: Z),M ;f'//p—»—@r

Vice Chairman



Exhibit A - PA DOT Form M-950S
FORMULA SIGHT DISTANCE TABLE

Speed (V) Average Grade (G)
(Miles Per Hour) (Percent)

Use plus grades when approaching vehicle is travelling upgrade.
0.0 +1.0 +20 +3.0 +40 +50 +6.0 +7.0 +80 +9.0 +10.0

25 147 145 144 143 142 140 189 138 137 186 135
30 196 194 191 189 187 185 183 182 180 178 177
35 249 245 242 239 236 233 231 228 226 224 221
40 314 309 304 299 295 291 287 284 280 277 274
45 383 376 370 364 358 353 348 343 339 334 330
50 462 453 444 438 429 422 415 409 403 397 392
55 538 527 517 508 499 490 482 475 468 461 454

Use negative grades when approaching vehicle is travelling downgrade.

60 -10 -20 -30 -40 -50 -60 -70 -80 -9.0 -10.0

20 147 148 150 151 1563 155 157 159 161 164 166
30 196 199 201 204 207 210 214 217 221 226 230
35 249 252 256 260 265 269 275 280 286 292 299
40 314 319 325 331 338 345 352 360 369 379 389
45 383 390 398 406 415 425 435 447 459 472 487
50 462 471 481 492 504 517 531 546 563 581 600

55 538 550 562 576 590 606 622 641 661 682 706




PAVEMENT PAVEMENT

PROPOSED PROPOSED
6' MIN. 6' MIN.
SUPER ELEVATED OPTION

1.5" 9.5 MM WEARING COURSE
2.5" 19.0 MM BINDER COURSE
(MIN. REQUIREMENTS IN R.0.W.)

4" MIN PR. GRADE
2A STONE 3TO I MAX

DRIVEWAY CROSS-SECTION A-A
NOT TO SCALE

RJD ENGINEERING INC.

EXHIBIT B-1
FOR
HAZLE TOWNSHIP DRIVEWAY CONSTRUCTION
DETAILS

HAZLE TOWNSHIP : LUZERNE COUNTY, PA

DATE: 04/17/24 : SCALE: N.T.S. : DETAIL 1/4

RJID ENGINEERING, INC.
8 WEST BROAD STREET-SUITE 700 RJD JOB NO.
HAZLETON, PA 18201 24-122

(570) 459-2609
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RJD ENGINEERING INC.

EXHIBIT B-2
FOR
HAZLE TOWNSHIP DRIVEWAY CONSTRUCTION
DETAILS

HAZLE TOWNSHIP : LUZERNE COUNTY, PA

DATE: 04/17/24 : SCALE: N.T.S. : DETAIL 2/4

RJD ENGINEERING, INC,
8 WEST BROAD STREET-SUITE 700 RJID JOB NO.
HAZLETON, PA 18201 24-122

(570) 459-2609
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PROPOSED DRIVEWAY
MINIMUM 4" OF
APPROVED CRUSHED
STONE OR PAVED.

EX.EOQS.

8" 2A MATERIAL SUBBASE (typ.) —

4.5" 25 MM SUPERPAVE (typ.) —)

1.5" 9.5 MM SUPERPAVE (typ.)

EX.E.O.P.

EX. SHOULDER

TO BE REMOVED
EXISTING LANE

EX. SHOULDER TO BE REMOVED
& PAVED WITH DRIVEWAY X-SECTION

DRIVEWAY TIE-IN DETAIL

FOR V TYPE SWALE

SECTION B-B

NOT TO SCALE

RJD ENGINEERING INC.

EXHIBIT B-3
FOR
HAZLE TOWNSHIP DRIVEWAY CONSTRUCTION
DETAILS

HAZLE TOWNSHIP : LUZERNE COUNTY, PA

DATE: 04/17/24 SCALE: N.-T.S. : DETAIL 3/4
RJID ENGINEERING, INC.
8 WEST BROAD STREET-SUITE 700 RJD JOB NO.

HAZLETON, PA 18201 24-122
(570) 459-2609




R.O.W.

CONCRETE / PAVING **

PROPOSED ]?RI'VEWAY —4" (MIN) COMPACTED
MINIMUM 4 2A MATERIAL
APPROVED CRUSHED

STONE OR
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SWALE  MIN. 15" *
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DRIVEWAY CULVERT

8" 2A MATERIAL SUBBASE (typ.
4.5" 25 MM SUPERPAVE (typ.)

1.5" 9.5 MM SUPERPAVE (lyp.

EX. EOQS
EX. E.O.P.

EX. SHOULDER
TO BE REMOVED

EXISTING LANE

SAWCUT & 12" SEAL
WITH PG64-22 MATERIAL

DRIVEWAY TIE-IN DETAIL WITH CULVERT

SECTION B-B

NOT TO SCALE

** NOTE: THICKNESS AND TYPE OF
PAVING AND CONCRETE AT THE
DISCRETION OF THE PROPERTY
OWNER BUT MUST BE
PRE-APPROVED BY TOWNSHIP.

RECOMMENDATIONS (MINIMUM)

PAVING
2.5" 19.0 MM BINDER
1.5" 9.5 MM WEARING

CONCRETE
4.0" STONE BASE
6.0" 4,000 PST CONCRETE

* NOTE: EXISTING ROADSIDE DRAINAGE SWALE TO BE
EXCAVATED AS REQUIRED TO OBTAIN A MINIMUM OF 1' OF
COVER OVER THE CROWN OF THE PIPE WHILE MAINTAINING A
MAXIMUM SWALE SIDE SLOPE OF 2 TO 1. ACUTAL CULVERT
SIZE TO BE APPROVED BY TOWNSHIP ENGINEER.

RJD ENGINEERING INC.

EXHIBIT B-4
FOR
HAZLE TOWNSHIP DRIVEWAY CONSTRUCTION
DETAILS

HAZLE TOWNSHIP : LUZERNE COUNTY, PA

DATE: 04/17/24 : SCALE: N.T.S. : DETAIL 4/4
RJD ENGINEERING, INC.
8 WEST BROAD STREET-SUITE 700 RJID JOB NO.
HAZLETON, PA 18201 24-122

(570) 459-2609




